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Precise design and high quality components.
Manually setting wavelength.
High quality silicon photometric diode detector and 1200 lines/mm 
grating ensure the high accuracy and precision.
Digital display for easy readout.
Auto-zero and blank, easy to use. Press one button for easy switching 
of Transmittance, Absorbance and Concentration modes. 

 USB and RS-232 ports, data can be directly exported to PC or printer
Windows based Software included that can expand the applications to 
standard curve calculations through the USB port.
Large sample compartment, it can accommodate 5-100 mm path 
length cells with optional holders. 

Spectrophotometer  4201/20

Code HJB003

Zuzi spectrophotometer model 4201/20 is ideal for working 
in the visible range of the spectrum in those routine and 
experimental applications in universities and educational 
centers. 

IDEAL FOR

Technical specifications
Code HJB003
Optical system Single beam, grating 1200 lines/mm
Wavelength range 325-1000 nm
Spectral band width 5 nm
Wavelength accuracy  ± 2 nm
Wavelength repeatability 1 nm
Wavelength setting Manual
Photometric mode T, A, E  
Photometric range -0.097 to 1.999 A; 0 to 125% T
Photometric accuracy  ± 0.5% T
Photometric repeatability ± 0.3% T
Stray light 0.5% T
Stability ± 0.004 A/h @ 500 nm
Light source Tungsten lamp
Detector Silicon photodiode
Standard cell holder 4-position 10 mm cell changer
Sample compartment Standard 10 mm path length cell
Output RS-232 port
Display 3.5 bits LCD
Power requirement CA 110 V / 60 Hz; 220 V / 50 Hz
Dimensions 480x360x160 mm
Weight  8 Kg


